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ES1553 
SERIAL CONTROL 
MODULE 


A powerful module, which can be used as a stand 
alone controller, or as a component within a larger 
system. It features control of up to four serially 
controlled devices, such as laserdisc players, 
VCR’s, CD Players of all kinds, audio and video 
switchers and computer based sub-systems. 

Typical applications include video and audio source control in 
automatic presentations, and small exhibit control in exhibition 
displays and museums. The serial outputs can be independently 
configured for RS232, RS422, RS485 or infra-red control. 


As a more complex system component, the ES1553 is used 
as an ‘interface’ within a show system requiring control of 
serially controlled devices. The ES1553 acts as a ‘slave’ 
receiving serial commands from a computer or an ES1561 
Show Control Module, and further modules can be added 
on the ‘data ring’ to control even more devices. ESLINX™ 
modules are addressable, so that complex systems can be 

built up with the required number of modules for analogue, 
digital and serial control. 

As a stand-alone controller, it can be programmed with 

up to 17 simple ‘shows’. For example, the selection of video 
sequences from videodisc. All shows can be run simultaneously. 
Eight opto-isolated inputs allow for the connection of push 
buttons for local show control, and eight relay outputs can be 


used to control lighting, animated effects and other similar items. 
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The ES1553’s own operating program is held in flash 
memory. It is compatible with ELECTROSONIC standard 
application programs such as C-THROUGH+"™, EASY+ 
and BSC. There is a simple utility program, “4-DISC’, for 
programming shows for stand alone control; and custom 
programs and drivers for special applications can be 
downloaded from an external computer or an ES1561. 

The ES1553 is supplied either in a ‘single’ or ‘dual’ module 
case, complete with power supply. The 1U high dual case 
is suitable for 19” rack mounting and allows the fitting of 
another ESLINX module in 
the same case. The single case 
is suitable for smaller and stand 


alone displays. 
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SPECIFICATIONS FOR 
ES1553 MODULE 


MODULE CASES 
Single module case — 
Dual module case — 
Options — 


Power — 


Power connector — 


Dimensions ES1550 (mm) — 
Dimensions ES1560 (mm) — 
Case weight — 

Module weight — 
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CONTROL INPUT 


Serial data ring — 


Show start inputs — 
Show start connector — 


Front panel — 


ES1550 

ES1560 

ES1559 set blank panels. 

ES1551 single module rack kit. 
115-230 volts AC + 10% 

Universal 50/60hz. 

ES1550 — 50 watts ES1560 — 50 watts 
IEC in line socket. 


214.5(w) x 290(d) x 44(h) 
433(w) x 290(d) x 44(h) 

ES1550 — 1.1kg ES1560 — 1.7kg 
0.4kg 


Two 6 pin DIN (male, loop through). 
ES 4000 protocol bi-directional control 
Maximum 12 serial devices per data ring. 
8 opto-isolated inputs. 

37 pin D-type (female) Shared with relays. 
2 x 16 character LCD display with LED 
backlight, for menu set-up, show 
information and diagnostics. 

6 push buttons for menu and set-up. 
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CONTROL OUTPUT 


Serial output ports — 


Serial output connector — 
Standard device drivers — 


Custom drivers — 


Relay control — 


Relay connector — 


SHOW STORAGE 
Memory — 


Memory capacity — 


Show software compatible — 
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4 independent outputs. Choice of RS232, 
RS422, RS485 or Infra-Red. 

Baud rate selectable 1,200 to 115,200. 
Four 15 pin D type high density (female) 
Selectable for most common laserdisc and 
videotape players. Check suitability. 
Programmed via ES4000 input port. 
Maximum 18 programmable drivers. 

8 on board single pole changeover 
contacts. 

Rated 24V DC 1A 

37 pin D-type (female) Shared with 


inputs. 


Internal flash memory, non-volatile, for 
custom device drivers, firmware upgrades 
and internal stand alone show sequences. 
17 internal shows — 112 cues maximum 
total. 

EASY+, C-THROUGH+, BSC. 

Stand alone sequences programmed via 
4-DISC utility programme. 


ESLINX™ and C-THROUGH+™ are Trademarks of Electrosonic Ltd. 


-$ 


9797 


